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Purchase Order Quality Clauses (GMI)
 

GENERAL REQUIRMENTS
Apply to all GMI PO’s

G1.  QUALITY SYSTEM REQUIREMENTS
Suppliers providing services or material to GMI, must maintain at a minimum, a Quality System in compliance with ISO 9001 latest revision.

G2.  ACCESS
GMI reserves the right to access applicable areas of the Suppliers facility, along with any documented information pertaining to any process performed on GMI products.

G3.  DOCUMENT RETENTION
Suppliers to GMI must retain legible and retrievable copies of all GMI documents for a minimum of (10) years.  Any documents for parts(s) deemed “flight critical” shall be maintained for a minimum of (40) years.

G4.  RAW MATERIAL CERTIFICATION
· Material provided to GMI shall be accompanied with a mill cert (for metal) written in English.
· The certification shall state the chemical and physical properties and test results required to meet the specification.
· Certifications and test results shall demonstrate material conformance to the purchase order, drawing and specification including applicable revision numbers.

G5.  SPECIAL PROCESS CERTIFICATION
Special Processes include but are not limited to welding, plating, heat treating, coating and nondestructive testing.

A certification shall accompany each shipment of parts made under a purchase order.  This Certificate of Conformance shall state:
· Part Number
· Quantity
· Supplier/manufacturer lot, batch, or traceable identifier
· Special processes performed and revision
· List any required quality/acceptance test results and methods of inspection/testing

G6.  INSPECTION METHODS
· GMI allows the use of statistical techniques for the dimensional acceptance of products and processes, as long as no known defects occur during sampling.  If any defect occurs during dimensional sampling, a 100% inspection will be performed.  
· Statistical Techniques will not be used during visual/cosmetic inspection of part(s) surfaces.  100% inspection is required for all surfaces to identify ding, dent, scratches, 

blemishes, burn marks, missing painting, missing coating, chipping in coating/painting and other visual defect not limited to the before mention.  

G7.  REWORK
Report all issues found with GMI products immediately.  Never proceed with part(s) rework without submitting a written proposal of rework to be performed to GMI and rework cannot be performed until written approval is provided by GMI.

G8.  CHANGE IS PROCESS
Changes to any process shall be submitted in writing to GMI and no parts will be processed until GMI has provided written or verbal permission.

G9.  CORRECTIVE ACTIONS
The Supplier, shall, upon request, provide GMI with a completed Corrective Action Report when dimension or processes non-conformances of parts are produced.  The Supplier will provide in writing the Roots cause of the issue along with steps and action items that will be used to assure non-conforming parts are not produced again.  

Failure to respond in timely manner can result in a financial hold of payment until a formal response in received.  Failure to take any action or repeating of the Corrective Action will lead to termination of business with said supplier being removed from GMI’s Approve VendorLlist.

G10.  MATERIAL SAMPLES 
GMI part(s) will not be used in a means that destroys or renders them unusable after testing.  Any part lot(s) subject to destructive testing will be provided a test specimen by GMI.  If no such specimen is provided, the Supplier shall request one from GMI.

G11.  FEDERAL AVIATION ADMINISTRATION REQUIRMENTS
This purchase order is for the manufacture of an FAA approved part.  GMI and their suppliers are subject to audit/surveillance by the FAA, GMI, and/or GMI’s customer.  Flow down of this requirement to all the Suppliers relevant sub-contractors is mandatory.  

G12.  US GOVERNMENT REQUIRMENTS
Documents provided by GMI may contain information subject to the International Traffic in Arms Regulations (ITAR) or the Exports Administration Regulations (EAR).  Any document provided by GMI under these regulations will be marked ITAR/EAR.  Service providers must take all necessary actions to be in compliance with the regulations of ITAR/EAR and flow down all of these requirements to their sub-tier suppliers.

G13.  LOT TRACEABILITY/PACKAGING
· Material, process lot identification and traceability must be maintained for parts provided to GMI on this purchase order.


· Positive traceability for all materials and processes from the source to GMI must be provided.
· Parts must be packaged and separated according to Suppliers lot, batch, or other suitable traceable identifier.
· Parts will be packaged in a means to protect them from physical damage and elemental damage until they arrive at GMI.
· GMI may provide specific packaging and/or instruction for the return shipment of part(s) from the Supplier.  All specified instruction and provided packaging shall be used unless given written permission by GMI prior to return shipment.
· Failure of the Supplier to properly segregate lot/batch will result in a Corrective Action, repeat offenses will result in termination of future business with the Supplier.
· Failure to properly package part(s) to protect them from physical or elemental damage will result in a Corrective Action and rework costs being charged to the Supplier.  Repeat offenses will result in termination of future business with the Supplier.

G14.  PREVENTION OF COUNTERFEIT PARTS
Suppliers providing materials or processes to GMI must comply with section 8.1.4 of AS9100 (latest revision) to prevent the use of counterfeit parts/materials.  

G15.  ETHICS AND AWARENESS 
GMI products are used in the Aerospace, Defense, and Medical applications.  Product and end user safety is critical, so all Suppliers to GMI shall conduct themselves in an ethical manner, not to jeopardize product quality or safety for the end user. 





ADDITIONAL REQUIREMENTS  
These requirements only applied when called out on the PO


A1.  FIRST ARTICLE INSPECTION
Parts delivered on this purchase order require a First Article approval prior to submission of production lot.  A quantity required for the inspection will be determined and stated on the Purchase Order and a report will be submitted with the parts stating:
· Inspection quantity
· Inspection method
· Inspection results




A2.  FINAL INSPECTION
Parts delivered on this purchase order require a Final Inspection Report to be submitted with the lot shipment.  The Final Report shall state:
· Inspection Quantity
· Inspection method
· Inspection results
· Dimensions marked “Critical” will be subject to 100% inspection
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